Permanent Monitoring System Overview
Real-time SRO systems for progressive cavity
pump, hydraulic lift (sucker rod), gas lift,
injection, and reservoir monitoring.
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Clamps/Protector

Downhole permanent cable clamps are used to hold
the conductor tube snug against the tubing string
while protecting the conductor tube from any damage
that may occur downhole.

Gauge Mandrel

DataCan provides supplies welded and solid
(non-welded) gauge carriers that are pressure testable
and have a reliable metal to metal seal to prevent
leaks from entering.

Cablehead Options

DataCan’s Cablehead is placed at the top of
the toolstring and provides a mechanical and
electrical connection between the tool string
and wireline cable. Pressure testable options
available.

Permanent Gauge Options

See next page for more details.

DataCan designs and manufactures a number of permanent downhole gauges to meet the
needs of the customer. DataCan’s permanent downhole gauges are characterized by their fully
welded construction, hermetically sealed electronics and dual protection metal to metal seal
design. They measure both temperature and pressure, with a vibration sensor option, and are
permanently installed downhole for real time data.

0.75” Piezo Pressure Gauge

Quick and easy to install and produces high quality well
or reservoir data in real time. Has electron beam welded
sensor, feedthru, and housing bodies.

0.75” Low Temp Piezo Pressure Gauge

Delivers pressure, temperature and vibration (optional)
readings in sweet, lower temperature applications. Has a
fully welded construction and is hermetically sealed.

0.75” Quartz II Pressure Gauge

Uses a quartz sensor to produce the highest quality data at
high pressures and temperatures.

1” Analog Permanent Gauge

DataCan’s 1” Analog Permanent Gauge is a low pressure,
low temperature gauge, often used for pump monitoring.

Dual Piezo Pressure Gauge

Unlike the standard piezo pressure gauge, the Dual Piezo
Pressure Gauge can measure both tubing and annular
pressure.

Dual Quartz Pressure Gauge

Unlike the standard quartz gauge, the Dual Quartz provides
tubing and annular pressure measurements in higher
pressure environments.

Multi-Gauge Passthru Piezo Tool

Can to connect up to 8 gauges on a single conductor. Acts
as a pressure gauge and eliminates the need for a WYE
splice, reducing the number of connections needed.

Multi-Gauge Piezo Bottom Pressure Tool

Can be used on its own or at the bottom of a multi-gauge
pressure system.

Multi-Gauge Passthru Quartz Tool

Used for multi gauge applications, it has the capability to
connect up to 8 gauges on a single conductor. Eliminates
the need for a WYE splice.

Multi-Gauge Quartz Bottom Pressure Gauge

Can be used on its own or at the bottom of a multi-gauge
pressure system to provide high quality data.
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0.75”

150°C

15,000 psi

0.75”

85°C

15,000 psi

0.75”

150°C

25,000 psi

1.00”

80°C

4,500 psi
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135°C

15,000 psi
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150°C

20,000 psi

0.75”

125°C

15,000 psi

0.75”

125°C

15,000 psi
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150°C

20,000 psi

1.25”

150°C

25,000 psi

